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Introduction 

Cyber-Physical Production Systems (CPPS): 
 Computation and process for production systems 
 Collaborative entities communicating in factory automation 

environments 
 Industrial communications 

 Complex 
 Different solutions at the different layers 

 Middleware solutions 
 OPC UA: OPC Unified Architecture 

 Trends: 
 Open software and hardware 
 Assorted communication technologies 
 Miniaturization of the hardware (Single Board Computer – SBC) 
 Reduction of cost 
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OPC UA (Unified Architecture) is a set of specifications 
trying to cover real-time requirements to exchange 
information and use commands in industrial control. 

OPC UA promoted by OPC Foundation and standardized as IEC 62541 
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OPC UA Server Library 

Multiplatform (Windows, Linux, Linaro ARM) 
 Unified Automation SDK 

XML Configuration 
 Address Space (PLC likeness) 
 Field Data Access 

 S7 Communications (Siemens) 
 ModbusTCP (Schneider) 
 TCP/IP (Embedded Devices) 
  PiFace Digital (RaspberryPi) 

Tested for own and third-party clients 
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OPC UA Server Dynamic Configuration 

TAGs: TagName <ObjectName.VariableName> 

Memory Tags 
 Local Memory Access Driver 

 LocalMemory 
<TagName>,<Type>,<AccessLevel> 

Process Tags 
 Field Data Access Drivers 

 S7 (Siemens devices) 
 ModbusTCP (Schneider devices) 
 TCPDataLink (Embedded devices) 
 PiFaceDigital (RaspberryPi – PiFace Digital) 

<TagName>,<Type>,<AccessLevel>,<FDname>,<FDAddress> 
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OPC UA Server Dynamic Configuration 

OPCUA[<params>] 

Server Parameters 
 Server name [o] – svr:<servername> 
 Configuration file [m] – cnf:<configfile> 
 Field device [o] – fd:<fdname,driver,params,...> 
 Process Tag [o] – tg[num]:<proctag> 
 SD parameter (memory tag) [o] – sd[num]:<memtag> 
 RD parameter (memory tag) [o] – rd[num]:<memtag> 

Client Parameters 
 Client name [o] – cln:<clientname> 
 Server name [o] – svr:<servername> (memory access) 
 Server URL [o] – opc.tcp://<URL>   (opc ua access) 
 SD parameter [o] – sd[num]:<tagname> 
 RD parameter [o] – rd[num]:<tagname> 
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